
A
800852

WITH LOCTITE 242

800853

809724
WITH LOCTITE 242

800824
WITH LOCTITE 242

889717
WITH LOCTITE 242

880771
SEE NOTE 1

809728

804851
SEE NOTE 1

809737

804831 (B14CF)
804855 (B14EC)

809737

SLIDE HEAT SHRINK FLUSH TO FLANGE1.
HEAT UNIFORMLY STARTING AT FLANGE END2.
ONCE END CAP IS REACHED, CUT TO LENGTH AS SHOWN.3.

ADD BEAD OF LOCTITE 638 (GREEN) ALL AROUND THIS END
AND SLIDE 880771 ONTO 804851 WITH TWISTING MOTION.
WIPE OFF EXCESS LOCTITE & SECURE BALL WITH MASKING
TAPE UNTIL CURED (24 HRS)

SWIVEL ASSY
WITH LOCTITE 242

NOTES:

WHEN REPLACING 880771 OR 804851, ORDER 8847711.
(PREASSEMBLED 880771 + 804851)

2.      WHEN REPLACING 800856 - 800862, ORDER 804859
(PREASSEMBLED 800856-800862)

DETAIL A (EXPLODED)
SCALE 2 : 3

SEE NOTE 2 FOR ORDERING INFO

800859

800858

809862

800856

809860
800857

ADD 1 DROP OF
LOCTITE 638 (GREEN)
HERE JUST PRIOR TO
INSTALLING 800859;
WHEN ASSEMBLED,
800857 SHOULD ROTATE
WITH SOME RESISTANCE
RELATIVE TO 800856

809861
OIL

809863 (HEAT SHRINK)

END CAP (BRIEFLY
HEAT WITH HEAT GUN
TO AID INSTALLATION
AS REQUIRED)

CUT FLUSH TO END OF TUBE AFTER SHRINKING,
THEN APPLY END CAP, ADAPTER & SWIVEL

FLANGE

REV.

Corner Handle, Continuous Flow

AAxiaan EnterpriseT14XX


